
CONCORD
2.5-Way Floorstanding Speaker

Named fondly after Concord Street in Cambridge, the birthplace of the KLH 

loudspeakers, this speaker is anything but middle-of-the-road when it comes 

to performance. The Concord is a 2.5-way bass-reflex design, featuring woven 

Kevlar drivers with steel baskets, braided tinsel leads, custom designed cross-

overs, an anodized aluminum tweeter with linear response faceplate and much 

more. All of this is finished in European Walnut and Black Oak. The Concord is 

a rare combination of beauty and brawn, with unparalleled sonic detail at an 

unexpected price.

SPECIFICATIONS
Concord Floorstanding Loudspeaker

Frequency response    28Hz-23kHz.+/-3dB

Sensitivity      94dB.

Power handling     225 watts.

Components     2 x 6.5” (16.5cm) Woven Kevlar bass driver,  

      1 high performance 1” (2.54cm) Anodized Aluminum tweeter

Inputs      5-Way Binding Posts

Enclosure Type     Bass Reflex

Finishes      European Walnut Vinyl and Black Oak Vinyl

Impedance     8Ω.

Crossover points     600Hz and 2.6kHz.

Dimensions:      40” x 7.75” x 14.75” (H x W x D) 101.6cm x 19.7cm x 37.5cm (H x W x D)

Weight:       45 lbs. (20.4kg)
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